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SLIP PAVER AND  
FOLLOW UP MACHINE.

WIRTGEN SP 94i / Power Paver 3000 & 
WIRTGEN TCM 95m Follow Up Machine.
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Overview
Stobart Rail & Civil Engineering has made major investments in specialised construction plant 
for laying, curing and texturing concrete slabs. The pavers, (Wirtgen SP 94i and Power Paver 
3000) have adjustable beds allowing the machines to lay concrete from a minimum of 3.5 meter 
to a maximum of 9.5 meter wide bays and can lay concrete to a paving thickness of up to 450mm 
depth. On a standard 200mm thick slab, at 9 meters wide, the machines can place and lay 100m3 
of concrete  per hour (500m2 per hour).
 
The design of the slip paver makes it possible to lay the concrete either using traditional steel 
reinforcing or with fibres. If required, the machine can be equipped with an automatic starter bar 
inserter, and has the ability to add moulds to form drainage dish channels without the need of any 
shuttering. In addition, both machines have an automatic floating system so to leave an uniformed, 
level and sealed surface.
 
Stobart Rail has recently added an additional machine - Wirtgen TCM 95m, which is a self-
propelled texture curing machine that follows on from the slip paver on the newly formed the 
concrete slab. Using its automatic broom finish, the machine lightly brushes the concrete, leaving a 
transverse texture, following on with spraying a curing agent to complete the cycle.
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Benefits
• Safer – Concrete can be delivered to 

the site either in mixer wagons or normal 
tipper wagons, the concrete is discharged 
directly in front of the paver and then 
using an excavator, the concrete is 
roughly levelled. The paver accurately 
levels and compacts the concrete to 
create a uniformed slab. Using either the 
belt finisher or the automatic float; the 
TCM95 provides the required surface 
texture to complete the job. 

• High quality – Both the Power Paver 
and Wirtgen have been fitted with the 
next generation of the Trimble PCS 
900 3D paving control system, which 
is controlled by a total station that has 
the ability to be fully automatic. The 
3D element allows for dual grades and 
curve aliments to be taken from the 
design to the actual as built with a plus 
or minus of 3mm level tolerance, not 
only improving paving productivity, but 
also ride ability for roads and airport 
surfaces with the added advantage of 
a very smooth finished surface and a 
hugely reduced material wastage. 

• Reduced costs – Faster installation and 
reduced labour requirement due the fact 
of no shuttering required, mechanical 
levelling, mechanical finishing and with 
potential output of 4,000m2 per day 
massive reduction of prelims.
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Technical Highlights
1. Machine control systems featuring advanced intelligence
2. Fully modular machine design
3. Perfect ergonomic design and handling
4. Field proven 3D interface
5. State of-the-art engine technology
6. Efficient engine management
7. Options in concrete compaction
8. Exceptional flexibility in concrete paving
9. Highly precise steering and drive systems
10. Tried and tested paving mould
11. Machine integrated insertion of steel reinforcement
12. Intelligent transport concept

Brand new WIRTGEN Inset slipform paver (SP 94i)
The fully modular inset model on four steerable, swivelling crawler tracks is capable of paving 
concrete surfaces with a width from 3.5 up to 9.5m and a paving thickness of up to 450mm. 
Both metric and imperial inset slab paving moulds are available, optionally with crown profiles. 
Thanks to its modern exhaust gas treatment the SP 94i complies with the emission standards 
of EC Stage 4/US Tier 4f.


